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             References

With mechanical display    

With mechanical display (max. display capacity : 99999.99 h)  

Totalising counters

Supply Number Counting Type of Reference Weight
voltage of display frequency reset to zero

digits
V Hz kg

$ 24 5 20 Manual XBK-T50000U10M 0.100

6 25 None XBK-T60000U00M 0.030

25 Manual XBK-T60000U10M 0.150

7 20 None XBK-T70000U00M 0.100

8 25 None XBK-T80000U00M 0.150

$ 48 5 20 None XBK-T50000U08M 0.100

" 115 5 10 Manual XBK-T50000U11M 0.100

6 10 Manual XBK-T60000U11M 0.030

With LCD display
Supply Number Counting Type of Reference Weight
voltage of display frequency reset to zero

digits
V kHz kg

Battery 8 7.5 Manual  XBK-T81030U33E 0.050
with
electric
locking

Totalising timers 

Supply Number Supply  Type of Reference Weight
voltage of display frequency  reset to zero

digits
V Hz kg

" 24 7 50  None XBK-H70000004M 0.060

" 115 7 50  None XBK-H70000001M 0.060

" 230 7 50  None XBK-H70000002M 0.060

With LCD display (max. display capacity : 999999.99 h)
Supply Number Display  Type of Reference Weight
voltage of display mode  reset to zero

digits   
V kg

Battery 8 1/100 of an hour Manual XBK-H81000033E 0.050
with
electric
locking

Counters
Totalising counters, predetermining counters 
and totalising timers

  

XBK-T50000U//M

XBK-T60000U00M

XBK-T60000U1/M

XBK-T70000U00M

XBK-T80000U00M

XBK-T81030U33E

XBK-H81000033E

XBK-H7000000/M

General :
pages 35052/2 and 35052/3

Characteristics :
pages 35053/2 and 35053/3

Dimensions :
pages 35055/2 and 35055/3

Compatibility :
pages 35056/2 and 35056/3
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       Counters
Totalising counters, predetermining counters 
and totalising timers

      

          

Subtracting predetermining counters with mechanical display

Supply Number Counting Number Type Reference Weight
voltage of display frequency of of

digits presets reset
V Hz kg

$ 24 5 25 1 Manual XBK-P50100D10M 0.200

Manual and XBK-P50100D20M 0.240
electric

Adding predetermining counters with mechanical display

$ 24 5 25 1 Manual XBK-P50100U10M 0.200

Manual and XBK-P50100U20M 0.240
electric

Predetermining counters with LCD display

Supply Number Counting Number Type Reference Weight
voltage of display frequency of of

digits presets reset
V kHz  kg

$ 24 6 5 1 Manual,  XBK-P61130G30E 0.150
electric
and automatic 

2 Manual, XBK-P61230G30E 0.150
electric
and automatic 

" 115 6 5 1 Manual, XBK-P61130G31E 0.250
electric
and automatic 

2 Manual, XBK-P61230G31E 0.250
electric
and automatic

" 230 6 5 1 Manual, XBK-P61130G32E 0.250
electric
and automatic

2 Manual, XBK-P61230G32E 0.250
electric
and automatic

Predetermining counters with LED display

Supply Number Counting Number Type Reference Weight
voltage of display frequency of of

digits presets reset
V kHz  kg

$ 24 6 5 1 Manual, XBK-P62130G30E 0.150
electric
and automatic

2 Manual, XBK-P62230G30E 0.150
electric
and automatic

" 230 6 5 1 Manual, XBK-P62130G32E 0.250
electric
and automatic

2 Manual, XBK-P62230G32E 0.250
electric
and automatic

References

XBK-P50100D/0M

XBK-P50100U/0M

XBK-P61/30G3/E

XBK-P62/30G3/E

General :
pages 35052/2 and 35052/3

Characteristics :
pages 35053/2 and 35053/3

Dimensions :
pages 35055/2 and 35055/3

Compatibility :
pages 35056/2 and 35056/3





Schneider Electric

           

Connections

General :
pages 35052/2 and 35052/3

Characteristics :
pages 35053/2 and 35053/3
Counters
Totalising counters, predetermining counters and totalising 
timers
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XBK-P6//30G3/E

XBK-T50000U//M XBK-T80000U00M
XBK-T70000U00M XBK-T60000U1/M

XBT-T81030U33E XBK-P50100D/0M
XBK-H81000033E XBK-P50100U/0M

2-wire sensor/detector 
type XS, XU

$ 24 V

2-wire sensor/detector 
type XS, XU

XBKP6//30G30E
default configuration

(PNP)
R = 10 kΩ

" 230 V
" 115 V

R = 10 kΩ

" 230 V
" 115 V

5-wire sensor/detector 
type XS, XU

XBKP6//30G32E or G31E
default configuration

(PNP)

Black

Red

Blue

Brown (NO)
or

Orange (NC)

 $ 24 V

5-wire sensor/detector 
type XS, XU

XBKP6//30G30E
default configuration

(PNP)

Black

Red

Blue

Brown (NO)
or

Orange (NC)

$ 24 V

2-wire sensor/detector
 or photocell relay

or limit switch
or pushbutton

XBKP6//30G30E
default

configuration
(PNP)

Control 
relay

type CA2

XBK-T60000U10M

XBK-T80000U00M

XBKP6//30G32E or G31E
default configuration

(PNP)
35055_Ver3.00-EN.fm/3

References :
pages 35054/2 and 35054/3

Compatibility :
pages 35056/2 and 35056/3
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Characteristics Zelio Count - counters 0

Electronic totalising counters,
24 x 48, 8 digits, LCD

Technical characteristics
Function Impulse counter
Display 8 digit LCD

Digit height mm 7
Counting capacity 0…99 999 999

Input characteristics
2 voltage levels Terminals 4 - 5 V a / c 5…50

Terminals 5 - 6 V a 48…240

Reset to zero characteristics (1)

Front panel Dipswitch n° 2 to OFF Inhibited

Dipswitch n° 2 to ON Enabled
Voltage Terminals 2 - 3 V a / c 5…50

Terminals 1 - 2 V a 48…240

Counting speed characteristics
Slow counting Hz 40
Minimum impulse duration Low level ms 12

High level ms 12
Input levels V c 4…30
Input impedance kΩ 3.5 min

Supply characteristics
2 alkaline batteries Life 4 years
1 lithium battery Life 8 years

Supply can be switched off via Dipswitch n° 1 located on the underside of the device

General characteristics
Material Self-extinguishing
Connection By 6 screw terminals on back of the device

Clamping capacity mm2 2 x 1.5
Fixing By yoke
Front panel degree of protection IP 66

Temperature limits Operation °C -10…+ 55
Storage °C -20…+ 70

Insulation resistance Conforming to IEC 255.5 MΩ 100 (c 500 V)
Dielectric strength Conforming to IEC 255.5 2000 V/50 Hz/1 min

Conforming to standards VDE 0110, IEC 664, 348, 255.4, 255.5, 801.2, 801.4
Approvals c UL us, CSA

(1) The reset is galvanically isolated from the counting input.

References :
page 28561/3

Dimensions :
page 28561/3

Schemes :
pages 28561/3 and 28565/3
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References,
dimensions,
schemes

Zelio Count - counters 0

Electronic preselection and multifunction
counters, 72 x 72, 6 digit, LCD or LED

References
Preselection and multifunction up/down counters 72 x 72

Functions : counter, batch counter, tachometer, chronometer, totalising counter
Counting input modes UP, DN, IND, CUMUL, DIR, PH, PH2, PH4
Time base : 99 h 59 min, 99 min 59 s, 99.99 s, 24 h, 999.99 h, 999.99 min.
2 presets

Description Supply voltage Outputs Reference Weight
kg

Back-lit LCD display a 80…260 V 2 C/O
+ 2 solid state

RC 87 619 228 0.290

a 20…55 V 2 C/O
+ 2 solid state

RC 87 619 224 0.290

c 10…30 V 2 C/O
+ 2 solid state

RC 87 619 222 0.290

Red LED display a 80…260 V 2 C/O
+ 2 solid state

RC 87 619 328 0.290

a 20…55 V 2 C/O
+ 2 solid state

RC 87 619 324 0.290

c 10…30 V 2 C/O
+ 2 solid state

RC 87 619 322 0.290

Dimensions
Display Panel cut-out

1 Reset
2/4 Access to all parameters in Prog. mode
3 Incrementation of figures and multipliers selection of a

parameter value

Connection schemes
RC 87 619 22pppp, RC 87 619 32pppp

RC 87 619 222
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Supply

Functions :
pages 28566/2 and 28566/3

Characteristics :
pages 28567/2 and 28567/3




