








Reduce your costs with an 
integrated bypass function*

* shuntage

Installation and operation 
couldn’t be simpler

•	Save time on wiring (6 terminals instead of 12)

•	�Optimise the size of your enclosures (Altistart 22 is 

very compact)

•	Keep temperature rises to a minimum 

	 (low heat dissipation)

•	�Reduce the number of components you need 

to manage (multifunction product)
3 controlled phases

50% reduction in 
wiring time



Bypass the stresses and let your 
applications take the strain

Protect your installations
•	�By minimising jolts and shocks, Altistart 22 reduces 

mechanical stresses on your machines and increases 

their service life.

•	�Altistart 22 prevents installation failure by detecting and 

signalling faults such as a blocked motor, underload or 

incorrect earthing of one of the 3 motor phases.

•	�Cards are coated as standard to provide enhanced 

resistance to harsh environments.

Play it safe with a complete 
product
•	�Altistart 22, with its three controlled phases, incorporates 

all the protection functions required to monitor the motor, 

the electrical installation and the starter itself.

•	�Simplify setup and operation with:

	 - 4 light emitting diodes (LEDs)

	 - 4 navigation keys

	 - 4-digit display

	 - �SoMove setup software (common to the  

Altivar, Lexium and TeSys ranges)




