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Schneider Electric

Canalis KBB, 25 and 40 A, 2 circuits0

Busbar trunking for lighting and
power socket distribution
Optional remote-control circuit (code T)
Optional white-lacquered metal enclosure (code W)
Optional isolated earth (code E)         

Straight lengths, two circuits

D
D

21
00

89

Type of
busbar trunking

Length
(m)

Number
of
tap-offs

Order in 
multiples 
of(3)

25 A rating Weight
(kg)

40 A rating Weight
(kg)

Option(1)

Cat. no. Cat. no. T W E
KBB ppEDppppp

Standard
straight
length

D
D

21
01

08

3 0 6 KBB 25ED22300 4,600 KBB 40ED22300 5,200 - - -
3 + 2 6 KBB 25ED22305 4,600 KBB 40ED22305 5,200 b b b

2 2 + 1 6 KBB 40ED22203 3,600 KBB 40ED22203 3,600 b b b

D
D

21
01

07

3 0 6 KBB 25ED42300 4,700 KBB 40ED42300 5,700 - - -
3 + 2 6 KBB 25ED42305 4,700 KBB 40ED42305 5,700 - b -

2 2 + 1 6 KBB 40ED44203 3,800 KBB 40ED44203 3,800 b b b

D
D

21
01

09

3 0 6 KBB 25ED44300 4,800 KBB 40ED44300 6,100 - - -
3 + 2 6 KBB 25ED44305 4,800 KBB 40ED44305 6,100 b b b

2 2 + 1 6 KBB 40ED44203 3,800 KBB 40ED44203 3,800 b b b

Empty length 2 0 6 KBB 40EDA20 1,600 KBB 40EDA20 1,600 - b -

D
D

21
00

44

Feed units (supplied with end cover)

D
D

21
00

99

Designation Mounting Cable connection Options Cat. no. Weight
(kg)

Option(1, 2)

Terminals
(mm2)

Cable gland
Ø maxi (mm)

T W E

Feed unit Left 6 to 10 PG 21, Ø 19 All KBB 40ABG44 0.400 b b b
Right 6 to 10 PG 21, Ø 19 None KBB 40ABD44 0.400 - b -

E KBB 40ABD44E 0.500 - - v
T KBB 40ABD44T 0.500 v b -

Additional jointing unit KBB 40ZJ44 0.640 b b b
KBB 40ABG44 KBB 40ppp   44p                                                                     End cover

D
D

21
00

98

D
D

21
00

22

D
D

21
00

48

(1) b Options T and W may be combined. Add T, W or TW to the cat. no.
Example: KBB 40ABG44TW.

b Option E may not be combined with options T and W. Add E to the cat. no.
Example: KBB 40ABG44E.
(2) v Cat. no. for which the option is automatically included.
(3) Quantity may not be split.

KBB 40ABD44p

N

L1

PE

N

L1

PE

N

L1

PE

N

L1
L2

L3

PE

N

L1
L2

L3

PE

N

L1
L2

L3

PE

103,5

75
,5

141

244

46 30

46



K03E21000.fm/4 6 avril 2007Schneider Electric

Catalogue numbers 
Dimensions

Canalis KBB, 25 and 40 A 0

Busbar trunking for lighting and
power socket distribution
Optional remote-control circuit (code T)
Optional white-lacquered metal enclosure (code W)
Optional isolated earth (code E)            

IP55
Ue = 230...400 V
Galvanised or RAL 9010 white

Flexible lengths

D
D

21
01

02

KBB 40DF4ppp Designation Mounting For trunking Length
(m)

Cat. no. Weight
(kg)

Option(1)

T W E
Flexible lengths For elbows,

changing levels,
detours around 
obstacles, etc. D

D
21

01
36

0.5 KBB 40DF405 0.800 b b b

2 KBB 40DF420 1.900 b b b

D
D

21
01

09

0.5 KBB 40DF4405 0.800 b b b

2 KBB 40DF4420 1.900 b b b

KBB 40DF4ppp

D
D

21
00

43

Length (mm) KBB 40DF4pp5 KBB 40DF4pp0
a 153 1653
b 500 2000

(1) b Options may be combined. Add T and/or W to cat. no  
Ex : KBB 40EF400TW                                   . 

b Options may not be combined with options T and W. Add E to the cat. no.
Ex : KBB 40ABG4E.

Fixing systems
Busbar-trunking fixings

D
D

20
21

78

D
D

20
22

65

Designation Mounting Maximum
load (kg)

Order in 
multiples of

Cat. no. Weight
(kg)

Universal fixing bracket(1) Suspended on threaded
rod or lateral (except wall)

60 10 KBB 40ZFU 0.050

Cable suspension system Universal fixing bracket 
and steel cable, 3 m long

60 10 KBB 40ZFSU 0.105

KBB 40ZFU
Cable alone, 3 m long 60 10 KBB 40ZFS23 0.070

D
D

21
01

10

Spring fixing bracket(2) Adjustable suspension for 
threaded rod, Ø M6

50 10 KBB 40ZFPU 0.160

Pigtail hook For suspension by
a chain

60 10 KBB 40ZFC 0.020

Raiser For mounting on
wall or false floor

60 10 KBB 40ZFMP 0.040

KBB 40ZFC KBB 40ZFSU (1) W option available     (2) Maximun recommended distance between fixings: 5 meters.
KBB 40ZFU KBB 40ZFSU KBB 40ZFPU KBB 40ZFC

D
D

20
22

11

D
D

21
00

47

D
D

21
00

45

D
D

21
00

46

D
D

21
00

49

KBB 40ZFMP

D
D

21
00

50

KBB 40ZFPU

N

L1
L2

L3

PE

N

L1
L2

L3

PE

N

L1
L2

L3

PE

b

a
51

60

46

40

35
,5
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Catalogue numbers 
Dimensions

Canalis KBB, 25 and 40 A 0

Busbar trunking for lighting and
power socket distribution
Optional white-lacquered metal enclosure (code W)           
   

IP55
Ue = 230...400 V
Galvanised or RAL 9010 white

Fixing system (cont.)
Luminaire fixings

D
D

20
21

78

D
D

20
50

31

Designation Mounting Maximum
load (kg)

Order in 
multiples of

Cat. no. Weight
(kg)

Fixing bracket for KBL 
luminaire onto KBB

For direct suspension of 
luminaires KBL IP 20 on 
KBB

45 12 KBB 40ZFL 0.055

Universal fixing bracket(1) For direct suspension 
under trunking

60 10 KBB 40ZFU 0.050
KBB 40ZFU KBB 40ZFL

D
D

21
01

01

D
D

21
01

00

Open hook To suspend the luminaire 45 10 KBB 40ZFC5 0.050
Ring Mounted on the luminaire 45 10 KBB 40ZFC6 0.050

(1) b Option: Add W to cat. no. Example KBB 40ZFUW.
(2) b For suspension of luminaire KBL IP55 on KBB, please order two universal brackets KBB 
40ZFU to be screwed on anchoring clips, instead of the two brackets delivered in kit form, with 
the luminaire. KBB 40ZFC5 KBB 40ZFC6

KBB 40ZFU KBB 40ZFL KBB 40ZFC5 KBB 40ZFC6

D
D

21
00

47

D
D

20
50

32

D
D

22
10

04
1

D
D

21
00

40

Accessories

D
D

21
00

97

Cable duct, support
Designation Function Order in 

multiples of
Cat. no. Weight

(kg)

Cable duct Width 25 mm, length 3 m 6 KFB 25CD253 1.115

KFB 25CD253
Cable duct support to be mounted on a
spring fixing bracket(1)

10 KBB 40ZFG1 0.100

D
D

21
03

15

D
D

21
03

16

Cable duct support + intermediate support(2) 10 KBB 40ZFG2 0.200
Cable brackets For adjacent circuits 20 KBB 40ZFGU 0.005

(1) Maximun recommended distance between fixings: 2 meters.

(2) Maximun recommended distance between fixings: 3 meters.

KFB 25CD253 KBB 40ZFG1 KBB 40ZFG2 KBB 40ZFGU

D
D

21
00

38

D
D

20
22

94

D
D

20
22

61

D
D

21
00

39

KBB 40ZFG1 KBB 40ZFG2

D
D

21
01

11

KBB 40ZFGU

D
D

21
00

85

Other accessories
Designation Function Colour Order in 

multiples of
Cat. no. Weight

(kg)
Outlet/tap-off unit 
interlocking device
(2 parts)

Identification and mechanical 
interlocking between 1 to 3 
different circuits

Blue 20 KBC 16ZL10 0.002
White 20 KBC 16ZL20 0.002
Red 20 KBC 16ZL30 0.002

KBC 16ZLp0 Blanking plate Restore IP55 on tap-off outlet if original 
blanking plate is lost

10 KBC 16ZB1 0.005

D
D

21
01

31 Cutting pliers To cut steel cable used for cable
suspension system

1 KBB 40ZFS 0.300

KBC 16ZB

KBB and VDI supports 
See KBA and VDI supports for catalogue numbers and dimensions (Page 5)

35
,5

74

30

Ø
6.

5

35
,5

25

25

25

46

28
,5

47
22

51 727

38
57



K04E22030.fm/2 6 avril 2007Schneider Electric

Catalogue numbers 
Dimensions

Canalis KDP, KBA and KBB tap-off 
units 0

For lighting and power socket 
distribution    

IP55
Ue = 230...400 V

10 A tap-off unit, direct connection
10 A tap-off unit, L + N + PE, with fixed polarity,
pre-wired SO5Z1Z1-F 3 x 1.5 mm2, 0.8 m long

D
D

21
01

15

Type of busbar trunking Polarity Colour
of lock

Order in
multiples of

Cat. no. Weight
(kg)

L1 + N Green 10 KBC 10DCS101 0.100

D
D

21
01

26

D
D

21
01

21

KBC 10DCS101 L2 + N Yellow 10 KBC 10DCS201 0.100

D
D

21
01

13

Single-
circuit 
switching

Balancing on 3 
phases or 3-circuit 
switching

L3 + N Brown 10 KBC 10DCS301 0.100

KBC 10DCS201 KBC 10CSp01

D
D

21
01

14

D
D

21
00

51

KBC 10DCS301

10 A tap-off unit, L + L + PE or L + N + PE, with phase selection
Type of busbar trunking Polarity Order in

multiples of
Cat. no. Weight

(kg)

L1 + N or L2 + N or L3 + N
L1 + L2 or L1 + L3 or L2 + L3
L2 + N2 or L3 + N3

10 KBC 10DCB20 0.065

D
D

21
01

12

D
D

21
01

26

D
D

21
01

21

D
D

21
01

28

KBC 10DCB20 All types possible

10 A tap-off unit, L + L + PE or L + N + PE, with phase selection,
pre-wired SO5Z1Z1-F 3 x 1.5 mm2, 1 m long

Type of busbar trunking Polarity Pre-equipped with
female GST18i3
connector

Order in
multiples of

Cat. no. Weight
(kg)

L1 + N or L2 + N or L3 + N
L1 + L2 or L1 + L3 or L2 + L3
L2 + N2 or L3 + N3

No 10 KBC 10DCC211 0.165

D
D

21
01

16

D
D

21
01

26

D
D

21
01

21

D
D

21
01

28

Yes(1) 10 KBC 10DCC21Z 0.165

KBC 10DCC21p All types possible

10 A tap-off unit, 3L + N + PE
Type of busbar trunking Polarity Order in

multiples of
Cat. no. Weight

(kg)

To be defined for each application
(dimmer, emergency lighting, etc.)

10 KBC 10DCB40 0.065

D
D

21
01

12

D
D

21
01

26

D
D

21
01

21

D
D

21
01

24

KBC 10DCB40 All types possible
KBC 10DCB20, KBC 10DCC21p, KBC 10DCB40

D
D

21
00

52

(1) For IP, see KDP, KBA and KBB Tap-off units description page 2

N
L1
PE

N
L3
L1
L2
PE

44

55

12,5

42

N
L1
PE

N
L3
L1
L2
PE

L3
N3

N2
L2
PE

N
L1
PE

N
L3
L1
L2
PE

L3
N3

N2
L2
PE

N
L1
PE

N
L3
L1
L2
PE

L...
L...
L...
L...
PE

 

23

62

114 1000

84 30 60

42
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Catalogue numbers 
Dimensions

Canalis KDP, KBA and KBB tap-off 
units 0

For lighting and power socket 
distribution     

IP55
Ue = 230...400 V

16 A single-phase tap-off unit, with or without fuses
16 A tap-off unit, L + N + PE, with phase selection

Type of busbar trunking Polarity Protection Scheme Colour
of lock

Order in
multiples of

Cat. no. Weight
(kg)

L1 + N
or
L2 + N
or
L3 + N

None

D
D

21
01

51

Blue 10 KBC 16DCB21 0.090

D
D

21
01

18

D
D

21
01

26

D
D

21
01

21

Cylindrical 
fuse
NF 8.5 x 31.5
16 A gG 
maximum
(not supplied)

D
D

21
01

53

Blue 10 KBC 16DCF21 0.090
Single-
circuit 
switching

Balancing on 3 
phases or 3-
circuit 
switching

 
KBC 16DCB2p

16 A tap-off unit, L + L + PE, with phase selection
Type of busbar trunking Polarity Protection Scheme Colour

of lock
Order in
multiples of

Cat. no. Weight
(kg)

L1 + L2
or
L1 + L3
or
L2 + L3

None

D
D

21
01

45

Yellow 10 KBC 16DCB22 0.090

D
D

21
01

17

D
D

21
01

23

Cylindrical 
fuse
NF 8.5 x 31.5
16 A gG 
maximum
(not supplied)

D
D

21
01

46

Yellow 10 KBC 16DCF22 0.090
Balancing on
3 phases without 
neutral

 
KBC 16DCp22

16 A tap-off unit, L + N + PE, with preselected polarity
Type of busbar trunking Polarity Protection Scheme Colour

of lock
Order in
multiples of

Cat. no. Weight
(kg)

L2 + N2 None

D
D

21
01

47

Blue 10 KBC 16DCB226 0.090

D
D

21
01

18

D
D

21
01

28

Cylindrical 
fuse
NF 8.5 x 31.5
16 A gG 
maximum
(not supplied)

D
D

21
01

48

Blue 10 KBC 16DCF226 0.090
2 single-phase 
circuits

 
KBC 16DCp2pp6

L3 + N3 None

D
D

21
01

49

Blue 10 KBC 16DCB216 0.090

Cylindrical 
fuse
NF 8.5 x 31.5
16 A gG 
maximum
(not supplied)

D
D

21
01

50

Blue 10 KBC 16DCF216 0.090
 

KBC 16DCB2pp, KBC 16DCF2pp

D
D

21
00

53

N L3 L1 L2 P
E

12
3

!

N
L1
PE

N
L3
L1
L2
PE

N L3 L1 L2 P
E

12
3

!

L3
L1
L2
PE

N
3

L3 N
2

L2 P
E

12
3

!

L3
N3

N2
L2
PE

N
3

L3 N
2

L2 P
E

N
3

L3 N
2

L2 P
E

N
3

L3 N
2

L2 P
E



K04E22030.fm/4 6 avril 2007Schneider Electric

Catalogue numbers 
Dimensions

Canalis KDP, KBA and KBB tap-off 
units 0

For lighting and power socket 
distribution     

IP55
Ue = 230...400 V

16 A three-phase tap-off unit, with or without fuses
16 A tap-off unit, 3L + N + PE

Type of busbar trunking Polarity Protection Scheme Cat. no. Weight
(kg)

3L + N None

D
D

21
01

44

KBC 16DCB40 0.090

D
D

21
01

19

D
D

21
01

21

Cylindrical fuse
NF 8.5 x 31.5
15 A gG 
maximum
(not supplied)

D
D

21
01

43

KBC 16DCF40 0.090
All types possible  

KBC 16DCp40

KBC 16DCp40

D
D

21
00

54

16 A tap-off unit, 3L + N + PE, with power socket
Type of busbar trunking Polarity Type of

power socket
Protection Scheme Cat. no. Weight

(kg)

3L + N NF
2P + E
10/16 A, 250 V

Cylindrical fuse
NF 8.5 x 31.5
16 A gG 
maximum
(not supplied)

D
D

21
01

52

KBC 16DCP1 0.090

D
D

21
01

20

D
D

21
01

21

VDE
2P + E
10/16 A, 250 V

Cylindrical fuse
NF 8.5 x 31.5
16 A gG 
maximum
(not supplied)

D
D

21
01

52

KBC 16DCP2 0.090

KBC 16DCPp  

KBC 16DCPp

D
D

21
00

55

12
3

!

N
L3
L1
L2
PE

N L3 L1 L2 P
E

12
3

!

N
L3
L1
L2
PE

N L3 L1 L2 P
E

160 38

72

68

15

10 A single-phase tap-off unit for lighting control
For KDP description, see page 70. For KDP catalogue numbers and dimensions, see page 79.
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Schneider Electric

 Catalogue numbers 
Dimensions

Canalis KBA and KBB tap-off units0

For lighting and power socket 
distribution
  

IP55
Ue = 230...400 V

Accessories for KBA and KBB tap-off units

D
D

21
00

72

Designation Function Order in
multiples of

Cat. no. Weight
(kg)

Bus connection device For 16 A single-phase or three-phase tap-off 
units to tap off the remote control circuit of the 
trunking to the remote receiver

10 KBC 16ZT1 0.010

Rear support bracket For securing 16 A single-phase tap-off units to 
the trunking

10 KBC 16ZC1 0.020
KBC 16ZT1

D
D

21
00

75

KBC 16ZC1



K03E31000.fm/2 6 avril 2007Schneider Electric

Installation Canalis KBB, 25 and 40 A 0

Busbar trunking for lighting and
power socket distribution
Installation scenario    

IP55
Ue = 230...400 V
Galvanised or RAL 9010 white

Installation of a line

Unload and carry the products inside to an area where 
no work is going on. 

Do not store the busbar trunking outdoors.

Take care not to knock or drag the busbar trunking on 
the ground. That could damage the ends and render 
connections impossible.

D
D

21
03

90

Unpack and layout on the floor the trunking 
components required to mount the first line.

Check the position of the feed unit.
It must be as close as possible to the switchboard.

D
D

21
03

91

Preparation of fixings

Install the suspension cable around the I-beam and 
mount the adjustment fixture on the KBB bracket.

In this catalogue, you will find a number of fixings suited 
to different building structures.
You will also find a range of accessories to support all 
the cables associated with your installation.

D
D

21
03

92

D
D

21
06

49

D
D

21
03

93

D
D

21
06

50
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Schneider Electric

Installation Canalis KBB, 25 and 40 A 0

Busbar trunking for lighting and
power socket distribution
Installation scenario    

IP55
Ue = 230...400 V
Galvanised or RAL 9010 white

Preparation of a line segment on the floor

Assemble two or three lengths (clip together) and lock 
with the joint screw. D

D
21

03
94

D
D

21
03

95

Lift and position the line segment in the fixing brackets. 

They are designed to immediately relieve the installer 
of the weight. The busbar trunking is held in place as 
soon as the KBB lengths are positioned in the brackets.

The brackets lock when clipped closed.

To unlock the brackets, use 3 mm flat screwdriver.

D
D

21
03

96
D

D
21

03
97

D
D

21
06

51



K03E31000.fm/4 6 avril 2007Schneider Electric

Installation Canalis KBB, 25 and 40 A 0

Busbar trunking for lighting and
power socket distribution
Installation scenario    

IP55
Ue = 230...400 V
Galvanised or RAL 9010 white

The following segments can be mounted effortlessly, 
due to the ease of assembling the mechanical and 
electrical connections.

D
D

21
03

98

Adjusting the level of the KBB line

The suspension system using a steel cable makes for 
easy and fast adjustments. D

D
21

03
99

Tap-off connections

Prepare the luminaires

Connection of the tap-off units to the luminaires, phase 
selection and mounting of the fixings are carried out 
on the ground. 
These operations can also be carried out in the 
workshop, before delivery to the site.

In this catalogue, you will find ready-to-use luminaires. 
They are supplied prewired, equipped with a tap-off unit 
with phase-selection.

D
D

21
03

59

D
D

21
06

47

D
D

21
04

01
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Schneider Electric

Installation Canalis KBB, 25 and 40 A 0

Busbar trunking for lighting and
power socket distribution
Installation scenario    

IP55
Ue = 230...400 V
Galvanised or RAL 9010 white

Mounting the luminaires on the trunking

Once again, the fixing brackets are designed to 
immediately relieve the installer of the weight. The 
luminaire is held in place as soon as the bracket is 
placed on the trunking.

D
D

21
04

02

The brackets lock when clipped closed.

Connect the tap-off unit to the trunking

D
D

21
04

03

D
D

21
06

48

Connect the feed unit and energise

Last installation step.
Connect the supply cable to the Canalis KBB feed unit, 
then to the switchboard.

D
D

21
04

04

Energise the system to check operation.

D
D

21
04

05
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Installation Canalis KBB, 25 and 40 A 0

Busbar trunking for lighting and
power socket distribution
Assembly of trunking components   

IP55
Ue = 230...400 V
Galvanised or RAL 9001 white

Assembling the straight lengths

D
D

21
04

06

Connecting the feed-unit

D
D

21
05

40

Assembling the end cover

D
D

21
05

41

Canalis

Canalis

Canalis

Canalis

1

2

3

4

3

Canalis

Canalis

Canalis

Canalis
Canalis

Telemecanique

Canalis

Canalis

Click !

Click !1 2
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Schneider Electric

Installation Canalis KBB, 25 and 40 A 0

Busbar trunking for lighting and
power socket distribution
Assembly of trunking components            

IP55
Ue = 230...400 V
Galvanised or RAL 9001 white

Fixing Canalis KBB in the brackets

D
D

21
04

09

D
D

21
04

10

D
D

21
04

11

D
D

21
04

12

D
D

21
04

13

KBB 40ZFU KBB 40ZFU + 
KBB 40ZFC

KBB 40ZFSU KBB 40ZFPU

D
D

21
04

14

D
D

21
04

15

D
D

21
04

16

D
D

21
05

42

Mounting the luminaires on the trunking

D
D

21
04

18

D
D

21
04

19

D
D

21
05

43

D
D

21
04

21

Connecting the luminaires

D
D

21
04

22

D
D

21
05

44

D
D

21
04

24

1

2

Click !

4

5

1

3
Click !

1

2

3

4

Click !




